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SECTION 624 
TOPSOIL 

 
 
624.01 DESCRIPTION – Amend the text of this subsection to read as follows: 
 
 This work consists of placing conserved top soil. 
   
624.02 MATERIAL - Add the following to this subsection: 
 

 Topsoil (Conserve) – Stockpile excavated conserved from the roadway excavation 
 and embankments foundation area that is suitable for growth of grass or native 
 vegetation. Material must be reasonably free from hard soil, rock, clay, toxic, litter 
 or other deleterious material. 

 
CONSTRUCTION REQUIREMENTS 

 
624.04  PLACING TOPSOIL – Delete the word “frozen” in the first paragraph. 
 
                      Add the following to this subsection: 
 

 At embankments and at other areas indicated on the plans or where directed by 
 the Contracting Officer, place, spread and compact the topsoil to a minimum 
 thickness of 2 inches. 

 
624.06          MEASUREMENT – Amend the text of this subsection to read as follows: 
 
  Measure the placing of conserved soil by the square yard, including screening,  
  hauling, and compaction work. 
 
624.07  PAYMENT – Payment will be made under: 
 
  Pay Item No.           Pay Item      Pay Unit 
 
  62401           Topsoil, complete-in-place  Square Yard 
 
 
 
 

END OF SECTION 624 


